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SONDA STCX 10 M

La sonda elicoidale STCX è realizzata in PET ecologico e ha un diametro di 4 mm.

È dotata di un terminale flessibile con asola arrotondata che facilita lo scorrimento e

un’ampia asola di trazione nel terminale opposto. La sua resistenza alla trazione è superiore

a 1000 N (102 Kgf); inoltre, la sonda è flessibile e resistente, non si spezza e supera la prova

circuito a 4 curve.

Codice art. STCX10

Flex Sonda STCX

Numero Eldas 983061019

Diametro 4 mm

Lunghezza 10 m

Confezione mini 1 pz.

Confezione maxi 50 pz.

Informazioni tecniche

There are no technical information for this product.
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Prodotti correlati

Raccordo HF 40 mm

Codice art. MFL40

Raccordo UV con clip 32 mm

Codice art. SML32N

Raccordo HF 20 mm

Codice art. MFL20

Raccordo con clip 20 mm

Codice art. SML20

Raccordo UV con clip 25 mm

Codice art. SML25N

Raccordo HF 32 mm

Codice art. MFL32

https://pmflex.com/ch-it/product/raccordo-hf-ip44-40-mm-tp/
https://pmflex.com/ch-it/product/raccordo-uv-con-clip-32-mm/
https://pmflex.com/ch-it/product/raccordo-hf-ip44-20-mm-tp/
https://pmflex.com/ch-it/product/raccordo-con-clip-20-mm/
https://pmflex.com/ch-it/product/raccordo-uv-con-clip-25-mm/
https://pmflex.com/ch-it/product/raccordo-hf-ip44-32-mm-tp/
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